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1 Introduction

1 Introduction

HC25 is the first Siemens wireless module to offer Tri-band UMTS, Quad-Band GSM capability
and a GPS receiver on the same device. HC25 enables 3.6 Mbit/s HSDPA downlink speed in
a UMTS network and also provides all common mobile connectivity features like voice, short
messages, GPRS and EGPRS.

The HC25 module needs to connect to an adequate host device, such as the DSB75 Support
Board. Designed to help application manufacturers and system integrators to test and develop
their HC25 host application, the DSB75 provides all interfaces and peripherals needed to run
the HC25. The connection can be made using the module’s USB interface or the asynchronous
serial interface ASCO0. USB and ASCO operation are mutually exclusive.

The purpose of this document! is to guide you through the process of connecting the hardware,
installing the software on a Microsoft® Windows XP™ or Microsoft® Windows Vista™ system,
and, last but not least, making the first data transmission via UMTS and HSDPA.

1.1 Related Documents

Documents supplied with HC25

[1] HC25 Hardware Interface Description

[2] HC25 AT Command Set

[3] HC25 Release Notes

[4] Application Note 02: Audio Interface Design for HC25

[5] Application Note 16: Updating HC25 Firmware

[6] Application Note 22: Using TTY / CTM Equipment with HC25
[7] Application Note 26: Power Supply for Wireless Applications
[8] Application Note 37: GPS Antenna Integration for HC25

[9] Application Note 39: USB Interface Description

[10] Application Note 40: Thermal Solutions for HC25 Applications
[11] Application Note 43: Customizing HC25 Applications

[12] Remote SAT User’'s Guide for HC25

[13] Multiplexer User’s Guide

[14] Multiplexer Driver Installation Guide

[15] Multiplexer Driver Developer’'s Guide

Other related documents

[16] DSB75 Development Support Board Hardware Description
Designed for a wide range of Siemens wireless modules this document is ready for down-
load on the Siemens Website: http://www.siemens.com/wm
Specific information required for using the DSB75 Support Board with HC25 modules can
be found in Section 5.1.

1. The document is effective only if listed in the appropriate Release Notes as part of the technical docu-
mentation delivered with your Siemens wireless product.
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1.2 Abbreviations

1.2 Abbreviations

Abbreviation Description

ASCO Asynchronous Serial Controller. Abbreviation used for serial interface of HC25.
APN Access Point Name

CHAP Challenge Handshake Authentication Protocol
B2B Board-to-board connector

DSB75 Short for DSB75 Development Support Board
GPRS General Packet Radio Service

HSDPA High-Speed Downlink Packet Access

IP Internet Protocol

ME Mobile Equipment

MO Mobile Originated

MT Mobile Terminated

PAP Password Authentication Protocol

PDP context Packet Data Protocol context

PPP Point-to-Point Protocol

TA Terminal Adapter

TE Terminal Equipment

uDI Unrestricted Digital Information

uiccC Universal Integrated Circuit Card

UMTS Universal Mobile Telecommunication System
URC Unsolicited Result Code
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2 Installation and Configuration

2 Installation and Configuration

2.1 Technical Requirements for Running HC25 on DSB75

*  Windows XP or Windows Vista computer, minimum USB 1.1 connector
* HC25 module

» HC25 driver package either contained in
- the HC25 mass storage = delivery default for HC25 modules shipped from factory;
- or in an extra ZIP file = driver update packages delivered separately. File name:
"HC25_<release>_conman_install.zip" .
Please refer to Section 2.3 to decide which installation method to choose.

e |f drivers from earlier HC25 releases are still installed be sure to uninstall them first. See
Section 2.9 for drivers of HC25 Release 01.xxx and Section 2.9.4 for drivers of earlier test
samples.

» Local Administrator Privileges on the particular Windows computer are required to install,
and uninstall the drivers and the Siemens HC25 Connection Manager.

» Appropriate hardware platform, for example the reference evaluation kit delivered by Sie-
mens for testing and developing HC25 applications:

- DSB75 Support Board providing the application interface between the HC25 USB port
and a computer's USB port as well as between the HC25 ASCO interface and an appro-
priate serial COM port on the computer.

- Adapter board for mounting the HC25 module onto the DSB75, throughout this manual
generally referred to as HCxx-DSB75 Adapter

- 9to 15 Volts power supply applied at the DSB75 for powering up the DSB75 and the con-
nected HC25 module

- 1 mini antenna cable (50 Ohms) from the RF antenna connector (Hirose U.FL) on the
HC25 module to the Hirose U.FL connector on the DSB75; 1 external RF antenna con-
necting to the SMA connector of the DSB75 (product name: SMARTEQ MiniMag), both
delivered with DSB75

- A metal plate for grounding the external RF antenna

- An active or passive GPS antenna and a special GPS adapter cable with Hirose connec-
tor and female SMA connector to be connected to the module and to the active or passive
GPS antenna.

- Optional: Handset, for example Handset for Siemens products from Votronic delivered
with DSB75

See Section 5.1 for information on the DSB75.

+ USB cable
* RS-232 cable for asynchronous serial interface ASCO (if used)

» Appropriate host application to control the USB ports under Windows, for example Hyper-
terminal integrated in Windows XP.

« UICC card

» Service Provider settings for data services, such as (E)GPRS, HSDPA and, if required, also
for UDI. For details see Section 3.10.

» Make sure to operate the HC25 always with the UICC card inserted in the card reader and
a valid SIM PIN entered. This is because most AT commands require SIM PIN authentica-
tion.

HC25_startup_v03 Page 8 of 71 2007-11-27
Confidential / Preliminary



Getting Started with HC25 SIEMENS

2.2 Customizing HC25 Applications

2.2 Customizing HC25 Applications

If you wish to customize the product and manufacturer names displayed to your end users dur-
ing the installation process, by the Windows Device Manager and on the Connection Manager
user interface you can modify the required files and strings and develop a customized installa-
tion utility based on InstallShield 2008. For more information please refer to [11].

2.3 Choosing the Best Installation Strategy

The sequence of the installation steps depends on where the supplied driver package is
located:

1. HC25 modules shipped from factory have the driver package located on the mass storage.

Thus, the standard installation procedure is designed to be launched directly from the mass
storage.
Overview of installation steps: First connect the HC25 module to the DSB75 and start the
computer (see Section 2.4). Then install the Siemens HC25 Connection Manager to pre-
pare the driver installation (see Section 2.5.1 for Windows XP or Section 2.6.1 for Windows
Vista). Finally install the composite device drivers (see Section 2.5.2 for Windows XP or
Section 2.6.2 for Windows Vista).

2. Latest driver updates are contained in the "HC25_<release>_conman_install.zip" file, usu-
ally ready for download from http://www.siemens.com/wm. If you wish to update to the lat-
est driver versions, you have the following options:

- Installing the drivers from the mass storage
Overview of installation steps: First uninstall the existing drivers from the Windows com-
puter. Switch off or unplug the module. Switch on or replug the module. Delete all old files
located in the mass storage and replace them with the new files, using exactly the same
directory tree. Switch off or unplug the module. Switch on or replug the module. Install
the Siemens HC25 Connection Manager and the composite device drivers from the mass
storage.
If the HC25 module is intended to be inserted into more than one device take care that
the mass storage always contains the latest drivers.
See Section 2.10.3 for details.

- Installing the drivers from any folder inside the Windows system
Overview of installation steps: First uninstall the existing drivers from the Windows com-
puter. Switch off or unplug the module. Install the Siemens HC25 Connection Manager.
Switch on or replug the module. Install the composite device drivers.
See Section 2.10.2 for details.
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2.4 Installing the Hardware

2.4 Installing the Hardware

To properly connect the HC25 module and all accessories to the DSB75 Support Board follow
the steps listed below.

Note: The names of connectors, interfaces and switches given in brackets are the same as
used in [16] and below in Section 5.1.

» Check that all switches of the HCxx-DSB75 Adapter and the DSB75 Support Board are set
as described in Section 5.1. See also Figure 10 which shows an exploded view of all parts.

» Connect the one end of the mini antenna cable to the RF antenna connector (Hirose U.FL)
located on the module's top side (the middle antenna connector). Also, connect the GPS
antenna adapter cable to the GPS antenna connector (Hirose U.FL) located on the mod-
ule’s top side at the right corner.

e Mount the HC25 module upside down onto the 50-pin board-to-board connector (X104) of
the adapter board. Use the supplied M2 screws and nuts to screw the module to the
adapter.

o Attach the HCxx-DSB75 Adapter to the 2x40-pin header (X101/X102) located on the
DSB75. Take gentle care that all pins are aligned correctly, then press down evenly on the
adapter board until it is firmly seated. Use the supplied M3 screw and bolt to secure the
adapter board to the DSB75 Support Board.

» Connect the other end of the mini antenna cable to the Hirose U.FL connector (X505) of the
DSBT75.

e Screw the external antenna (MiniMag) into the SMA connector (X506) on the DSB75. To
improve the antenna performance use a metal plate for grounding. The external antenna
should be positioned in the center of a metal plate.

» Connect the GPS antenna adapter cable to the external of passive GPS antenna.
» Connect the Western plug (X502) of the handset to the Western jack on the DSB75.

e Connect the power cables to the red (X400 = BATT+) and black (X401 = Ground) connec-
tors of the DSB75.

* Plug the USB cable to the computer's USB port and to the USB port (X110) of the DSB75.
Press the IGT key (S421) of the DSB75 to switch on the HC25 module. Start your Windows
computer.

« If the HC25 USB drivers are not yet installed on the computer you will be prompted to do
so. To continue see Section 2.5 for Windows XP or Section 2.6 for Windows Vista.

Note: The RS-232 cable can be connected any time to the module’s asynchronous serial ASCO
interface and to the COML1 port of the DSB75 (the middle connector X201). Yet, keep in mind
that, by factory default, the HC25 module is prepared for use as composite USB device on a
Windows XP or Windows Vista system. Therefore, please refer to Section 2.11 for details of
how to configure HC25 either for ASCO or USB usage.
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Figure 1: DSB75 Support Board with mounted adapter board and mini antenna cable
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Figure 2: DSB75 Support Board with HC25 module and accessories connected

HC25_startup_v03 Page 12 of 71 2007-11-27
Confidential / Preliminary



Getting Started with HC25 SIEMENS

2.5 Installation on Windows XP

2.5 Installation on Windows XP

2.5.1 Installing Siemens HC25 Connection Manager and Preparing
Driver Installation on Windows XP

After switching on or plugging the module, you will see the New Hardware Found Wizard com-
ing up three times, requesting you to install the software for HC25 VCOM, HC25 NET and
HC25 Modem. Click Cancel in each dialog.

At the same time the module enumerates as mass storage device in your Windows XP system,
showing up as a Removable Disk assigned to the next free drive in the Windows Explorer. An
additional Windows taskbar icon also indicates the mass storage device.

Welcome to the Found New
Hardware Wizard

Thig wizard helpz pou install zoftware for:

HC25YCOM

Z'\:') If your hardware came with an installation CD
~4i=? or Hoppy disk. inzert it now.

‘what do you want the wizard to do?

(@ install the software automatically [Fecommended]

() Install from a list or specific location [4dvanced)

Mext > ‘l Cancel ]

Click. Mext to continue.

i) Found New Hardware .X_

A problem occurred during hardware installation, Your new
hardware might not work properly,

N

The wizard’s error message that pops up in the Windows taskbar shall be ignored. The instal-
lation will proceed automatically.

Note: If the installation fails to start automatically after you have canceled the three New Hard-
ware Found Wizards simply navigate to the mass storage drive (= Removable Disk in the Win-
dows Explorer) and double-click the provided “autorun.exe*” file.
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2.5 Installation on Windows XP

InstallShield Wizard r

{5 HC25 Connection Manager - InstallShield Wizand

Preparing to Install...

Welcome to the InstallShield Wizard for HC25
Connection Manager

HC25 Connection Manager Setup iz preparing the
InztallShield ‘Wizard, which will guide vou through the
program setup process. Pleaze wait,

The InstallShield{R) Wizard will install HC25 Connection
Manager on your computer, To continue, click Install,

Configuring ‘Windows [nztaller

(

WARMING: This program is protected by copyright law and
international treaties.

[ Instal [ Cancel

Please wait a brief moment, then press Install to start the installation of the Siemens HC25
Connection Manager.

The progress of the installation will be indicated as illustrated below. In addition, it is possible
that there are up to 3 warning messages saying that the software has not passed Windows
Logo testing. Please ignore the messages and press Continue anyway.

Installing HC25 Connection Manager

The program features you selected are being installed,

Please wait while the InstallShield Wizard installs HCZS Connection i'ag' HC25 Connection Manager, - InstallShield Wizard
This may take several minutes,

Installing HCZ25 Connection Manager

Status: The program Features vou selected are being installed.

: @ Launching driver Installer ..

FPlease wait while the InstallShield Wizard installs HC25 Connection Manager.
This may kake several minutes,

Status:

Now the installation of the Siemens HC25 Connection Manager, and the driver software for the
composite device is preinstalled. The last installation dialog closes automatically.

See Section 2.5.2 to continue.
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2.5.2 Installing USB and Ethernet Drivers on Windows XP

HC25 will be installed as a composite device that comprises three virtual devices, one by one

added to your Windows XP system:
* Siemens HC25 USB Com Port driver

» Siemens HC25 Wireless Ethernet Adapter driver

e Siemens HC25 HSDPA USB Modem driver

During the installation, the HC25 USB interface will be assigned two virtual COM ports, one for
the virtual modem port and one for the virtual application port. Windows will automatically allo-
cate the next available COM port to each virtual interface.

Once the Siemens HC25 Connection Manager installation has completed Windows detects the

HC25 as a new USB composite device.

Found Newr Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard helps you install software for:

Siemens HC25 USE Com Port

Z:') If your hardware came with an installation CD
= or floppy disk. insert it now.

‘What do pyou want the wizard to da’?

() Install fram a list or zpecific lacation [Advanced)

Click Mext to continue.

Mext » ][ Cancel

Found New Hardware Wizard

Please wait while the wizard installs the software. .

(g Siemens HC25 USE Com Port

< L

Setting a system restore point and backing up old files in
case your system needs to be restored in the future.

The Found New Hardware Wizard will
start. Click Next to proceed with the
installation of the "Siemens HC25 USB
Com Port".

The progress of the driver installation is
indicated.

In addition, there might be a warning
message saying that the software has
not passed Windows Logo testing.
Please ignore the message and press
Continue anyway.

Completing the Found New
Hardware Wizard

The wizard has finizhed installing the software for:

(g Siemens HC25 USE Com Port

Click. Finish to close the wizard,

Click Finish to complete the installation of the "Siemens HC25 USB Com Port".
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Found New Har dware Wizand

Welcome to the Found New
Hardware Wizard

Thiz wizard helps vou install software for:

Siemens HC25 Wirelezs Ethemet Adapter

\J\J If your hardware came with an installation CD
“ZE=? or floppy disk. insert it now.

“what do you want the wizard to do?

(:} Istall from a list or gpecific location [Advanced)

Click Mest to continue.

I Mest » l [ Cancel ]

Found New Hardware Wizard

Please wait while the wizard installs the software...

Siemens HC25 Wireless Ethernet Adapter

hc2busbnet. sys
Ta CAwWINDOWShapstern 32ADRIVERS

( ]

Found New Hardware Wizand
Completing the Found New
Hardware Wizard

The wizard has finizhed ingtalling the softvare for;

Siemens HCZ25 Wireless Ethernet Adapter

Click, Finish ta cloze the wizard,

HC25_startup_v03
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Now the installation of the "Siemens
HC25 Wireless Ethernet Adapter"
will start. Click Next.

The progress of the driver installa-
tion is indicated.

In addition, there might be a warning
message saying that the software
has not passed Windows Logo test-
ing. Please ignore the message and
press Continue anyway.

Press Finish to complete the "Sie-
mens HC25 Wireless Ethernet
Adapter" installation.
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Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard helps pou install zoftware for:

Siemens HC25 HSDPA USE Modem

Z!-;l If your hardware came with an installation CD
“4 or Aoppy disk. insert it now.

What do you want the wizard to do?

() Install fram a list ar specific lacation [Advanced]

Click Mexst to continue.

[ Mest » I[ Cancel

ﬁ Siemens HC25 HSDPA USE Modem
e

-] -
hc2Bushser. sys

To C:NwWIND DWW Shsystem3I2\DRIVERS
( ]

Found New Hardware Wizard
Please wait while the wizard installs the software. .. .

Found Hew Hardware Wizard
Completing the Found New
Hardware Wizard

The wizard has finished ingtaling the software for

*:1 Siemens HC25 HSDPA USE Modem
B

Click Finish to cloze the wizard.

SIEMENS

Now the installation of the "Siemens
HC25 HSDPA USB Modem" will
start. Click Next.

The progress of the driver installa-
tion is indicated.

In addition, there might be a warning
message saying that the software
has not passed Windows Logo test-
ing. Please ignore the message and
press Continue anyway.

Press Finish to complete the "Sie-
mens HC25 HSPDA USB Modem"
installation.

At this point the installation of all
three virtual devices is completed.
Windows XP notifies you that the
hardware is ready to use.

HC25_startup_v03
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2.6 Installation on Windows Vista

2.6 Installation on Windows Vista

2.6.1 Installing Siemens HC25 Connection Manager and Preparing
Driver Installation on Windows Vista

If you plug the HC25 module and install the HC25 drivers the first time, the New Hardware
Found wizard will pop up three times requesting you to install the software for the virtual
devices HC25 VCOM, HC25 NET and HC25 MODEM. Click Cancel in each dialog. If you rein-
stall the drivers these dialogs will usually not appear.

At the same time the module enumerates as a mass storage device in your Windows Vista sys-
tem, showing up as a Removable Disk assigned to the next free drive in the Windows Explorer.
An additional Windows system tray icon also indicates the mass storage device.

Windows needs to install driver software for your HC25
VCOM _

‘ Windows needs to install driver software for your HC25 NET \ended)

g driver software

Windows needs to install driver software for your HC25 - software (recommended)
MODEM h the process of installing driver software
device or log on.
il = . . ice
i ) Locate and install driver software (recommended) « time you plug in your device or log on. oo
Windows will guide you through the process of installing driver software '
far your device. . . .
e again for this device
. ntil you install driver software.
= Ask me again later
Windows will ask again the next time you plug in your device or log on.
® Don't show this message again for this device
Your device will not function until you install driver software.
If Autoplay is enabled on the computer you will be prompted
-~ AutoPlay (=] & =

to select "Run autorun.exe".
If the installation does not start automatically, due to the __ Removable Disk (H)
specific computer configuration, navigate to the mass stor- =

age drive and double-click the provided "autorun.exe" file.

[] Always do this for software and games:

Install or run program

General options

Open folder to view files

| using Windows Explorer

Set AutoPlay defaults in Control Panel
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2.6 Installation on Windows Vista

The autorun.exe icon starts to blink in the task bar of Windows Vista while showing this mes-
sage:
"autorun.exe is requesting your permission"

Please click on the icon. A popup window "User Account Control" will show: "An unidentified
program wants access to your computer”. Please press "Allow" to start the HC25 installer on
Windows Vista.

The installer will start to pre-
pare the installation.

InstallShield Wizard

Preparing to Install...

HC25 Connection Manager Setup iz preparing the
InztallShield Wizard, which will guide you thraugh the
program setup process. Please wait.

Checking Operating System Werzion

Cancel

12 HC25 Connection Manager - InstallShicld Wizard e Now th_e Siemens HC25
Connection Manager can be

set up. Press Install.

Welcome to the InstallShield Wizard for HC25
Connection Manager

The InstallShield(R) Wizard will install HC25 Connection
Manager on your computer. To continue, dick Install.

WARNING: This program is protected by copyright law and
international treaties.

Install J [ Cancel
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2.6 Installation on Windows Vista

ﬁ HC25 Connection Manager - InstallShield Wizard [ & [ The . pl:Og'reSS of the installa-
! ) tion is indicated.
Installing HC25 Connection Manager
The program features you selected are being installed.
Please wait while the InstallShield Wizard installs HC25 Connection Manager.
This may take several minutes,
Status:
Cancel
T = It is possible that there are up to 3 warning

messages saying that the software has not
5 Windows Secury &5 passed Windows Logo testing. Please
®) windows can't verify the publisher of this driver software ignore the messages and select the option
Install this driver software anyway.

0 13 Windows Security ==

@ Windows can't verify the publisher of this driver software

(%) See 2 Don'tinstall this driver software

&

- You should check your manufacturer's website for updated driver software
for your device.

= i
(G208 . % Install this driver software anyway

. Onlyinstall driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

() See details

The Siemens HC25 Connec-
tion Manager setup is com-
pleted. The last installation
dialog box closes automati-
Please wait while the InstallShield Wizard installs HC25 Connection Manager. Ca”y'

This may take several minutes. See Section 262 to con-
tinue.

jk_? HC25 Connection Manager - InstallShield Wizard

Installing HC25 Connection Manager
The program features you selected are being installed.

Status:

HC25_startup_v03 Page 20 of 71 2007-11-27
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2.6 Installation on Windows Vista

2.6.2 Installing USB and Ethernet Drivers on Windows Vista

Once the Siemens HC25 Connection Manager installation has completed the HC25 will be set
up as a composite device comprising three virtual devices:

» Siemens HC25 USB Com Port driver

» Siemens HC25 Wireless Ethernet Adapter driver

» Siemens HC25 HSDPA USB Modem driver

An icon will show up in the Windows Vista _
task bar to indicate the progress of the driver =il Installing device driver software
installation. Click here for status.

™

Finally, the icon indicates that all devices are

ready to use. “I8L Your devices are ready to use
=¥ Device driver software installed successfully.
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2.7 Special Installation Notes

2.7 Special Installation Notes

If the installation does not work as expected, additional steps may be required, usually depend-
ing on the configuration of the Windows XP or Windows Vista computer.

HC25 does not show up as removable disk
o Ifthe HC25 is not visible as removable disk
(mass storage device) when connected and  [RasiiEa SR I oS
switched on the first time, itis pOSSIbIe that Ywhen you connect a new device, how do pou want Windows to

the computer is configured to search the connect to the Windows Lpdate wWeb site ta search for a
- i Iwer?
Internet for Windows updates. As a result, | mechingdiver:

Windows is waiting for additional user () If my device needs a driver, go to Windows Update
action. without asking me

+ To avpid this sc_enario', it is recomm'ended () Ask me to search "Windows Update every time | connect a
to switch off this option before trying to new device
install the HC25. (%) iMever search Windows Update for diivers

Uzing *Windows pdate requires a connection ta the Internet.

Biead our privacy policy oK ] [ Baitical

Siemens HC25 Connection Manager installed, but driver installation does not start

» Ifthe Siemens HC25 Connection Manager installation completes successfully as explained
in Section 2.5.1 (Windows XP) or Section 2.6.1 (Windows Vista), but the driver installation
does not start as shown in Section 2.5.2 (Windows XP) or Section 2.6.2 (Windows Vista),
it is possible that the HC25 has failed to change from mass storage device to composite
device functionality.

» In this case, please stop the mass storage function manually. To do so, right-click the
“Removable Disk" drive and select Eject. The installation should proceed according to Sec-
tion 2.5.2 or Section 2.6.2.

If the HC25 still shows up as removable device, point to the associated Windows system
tray icon, and select Stop from the resulting Safely Remove Hardware box. Then unplug
and replug the USB cable.
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2.8 Installed Devices and Tools on Windows XP, Windows Vista

2.8 Installed Devices and Tools on Windows XP, Windows Vista

After successful installation, the HC25 module is
set up as composite device comprising the virtual
devices listed below. On Windows XP and Win-

£ Device Manager

File  Action View Help

dows Vista, you can use the Device Manager to e 2 =
check that all components are properly installed - io_Mﬂdems L

MC39i
Siemens HZ25 HSDPS 1USE Madem
Standard 19200 bps Madem
Standard 19200 bps Modem #2
Standard 19200 bps Modem #3
Standard 19200 bps Madem #4

L. TCES Modem (GPRS)
+ :ﬁ Manitars
+-51]) Multi-port serial adapters
—- B8 Mebwork adapters

B Intel(R) PRO/1000 MT Nekwork Connection

B2 Siemens HZ25 Wireless Ethernet Adapter
= 5 Ports (COM & LPT)

“_}f Comnunications Port (COMIL)

('_l,’i Communications Port (COMZ)

5 ECP Printer Port (LPT1)

r;yi Siemens HCZS 1USE Com Port (COMLD) w

and configured.

Siemens HC25 HSDPA USB Modem

e« AT command and data interface, also referred
to as "Modem" interface if queried using the ATASQPORT command.

* Intended particularly for HSDPA and GPRS data connections.

e The virtual COM port Windows has assigned to this interface is listed in the Windows
Device Manager under Modems and under Control Panel | Phone and Modem Options.

e The port number can be gathered from the property pages. This COM port can be used to
set up dial-up network connections. The bit rate set by default on the modem property page
is not relevant for USB and can be left unchanged. On the Advanced tab you can put the
command string used to define the PDP context for your GPRS / HSDPA provider. See also
Section 3.7.

Phone and Modem Options . (ER(E

Siemens HC25 HSDP & USp Modem Properties ﬁ|§|
jali Modems 3
Distng Pules avanced Driver Siemens HC25 HSDPA USE Modem Properties @E|
,ﬁg - The fallowing modems are installed: General Moder Cirivver Details Power Management
Pat COM20 General Modem Diagnostics Advanced

hodem Attached Extra Settings

| B Mcasi COM3 Speaker volume

| £33 Siemens AG WM LSE Madem Mot presel Exhra initialization commands:

: iemenz AG W 1SE Modem #2 Mot prese atrcgdeant=1,"IP","internet brobile']

@ iens HC2A HSDPA LUSE Modem COm20

Siemenz HSDPA USE Modem Mot prese

Standard 19200 bps Modem COM3 t awimum Port 5 peed

Standard 19200 bps Modem #2 COM7

Standard 19200 bps Modem #3 COmME 115200

Standard 19200 bps Modem #4 Car3

§TE85 Modem [GPRS) COME

Cial Control
[ Sdd ] [ Bemois ] [ [ Advanced Port Settings... ]
I oK l [ el ] [ Change Default Preferences.. ]
ak l [ Cancel
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2.8 Installed Devices and Tools on Windows XP, Windows Vista

Siemens HC25 USB Com Port

« AT command interface, also referred to as "Application” interface if queried using the
ATASQPORT command.

* Mainly intended for controlling the HC25 module, for receiving URCs, also for sending,
receiving, writing and reading short messages. Not intended as data interface for HSDPA
and GPRS.

* The virtual COM port Windows has assigned to this port is listed in the Device Manager
under Ports (COM&LPT).

Siemens HC25 Wireless Ethernet Adapter

* Wireless network adapter intended for packet switched transmission, such as HSDPA and
(E)GPRS data connections.

» Listed in the Windows Device Manager under Network adapters.

» Software controlled by the Siemens HC25 Connection Manager. To open the Siemens
HC25 Connection Manager in Windows XP or Windows Vista, click Start, point to Pro-
grams, select Siemens, select HC25 HSDPA USB Modem and click HC25 Connection
Manager. See Section 3.10.1 for details on how to set up a connection.
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2.9 Uninstalling Drivers and Siemens HC25 Connection Manager

2.9 Uninstalling Drivers and Siemens HC25 Connection Man-
ager

The steps required to remove the installed HC25 components vary depending on whether the
module switched on or off.

The procedures are almost the same for Windows XP and Windows Vista except for the minor
differences described below.

2.9.1 Uninstalling Components if HC25 Connects to Windows XP
1. Ensure that the module is connected to the computer’'s USB port and switched on.

2. Close all HC25 applications, for example the Siemens HC25 Connection Manager or termi-
nal program(s) connected to the virtual USB port(s).

3. Open the Control Panel. Click Add or Remove Programs and select HC25 Connection Man-
ager. Press Remove to select the uninstaller of the HC25 Connection Manager and the
HC25 drivers.

3 ',i,nzl HC25 Connection Manager

addjRemaove
indows

Components Ta remaove this program From vour computer, click Remove.

4. Press Yes to start the uninstaller.

Add or Remove Programs

\_?/ Are YoU sure y¥ou want ko remove HCZS Connection Manager From your computer?

5. The Siemens HC25 Connection Manager and all HC25 drivers will be removed.
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2.9 Uninstalling Drivers and Siemens HC25 Connection Manager

2.9.2 Uninstalling Components if HC25 Connects to
Windows Vista

1. Ensure that the module is connected to the computer’'s USB port and switched on.

2. Close all HC25 applications, for example the Siemens HC25 Connection Manager or the
host application(s) connected to the virtual USB port(s).

3. Open the Control Panel. Click Programs and Features and point to the HC25 Connection
Manager. Double-click or right-click HC25 Connection Manager to start the uninstaller, then
click Yes to confirm the resulting uninstall message.

% '.}‘ @ » Control Panel » Programs » Programs and Features

Uninstall or change a program

View installed updates

. To uninstall a program, select it from the list and then click "Uninstall”, "Change", or "Repair”,
Get new programs online at

Windows Marketplace

i it i Organize ~ [= Views - o Uninstall (7]
(digital locker) Name : Publisher Installed On
G Turn Windows features on or mAd obe Flash Player 9 ActiveX Adobe Systems 4,/24,/2007
off @A\fira AntiVir PersonalEdition Classic Avira GrmbH 472772007
i3 HC25 Connectior4 4/27/2007
B web'n'walk Ma:‘ Uninstall WebTofo 472472007

2|

Programs and Features

l; Are you sure you want to uninstall HZ25 Connection Manager?
Windows Installer

| Preparing to remove...
I o
L

[] 1n the future, do not show me this dialog box

4. A popup window named User Account Control will display the message "An unidentified
program wants access to your computer”. Press the Allow button to launch the uninstaller
on Windows Vista.

5. Wait a brief moment until the HC25

. HC25 Connection Mal
Connection Manager closes and all Anecon Hanagst
drivers are removed. _#Ad| Please wait while Windows corfigures HC25 Connection Manager
155
Cancel
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2.9 Uninstalling Drivers and Siemens HC25 Connection Manager

6. The Found New Hardware wizard will pop up three times because, after driver clean-up,
Windows Vista starts searching for new drivers. Press Cancel to abort the search.

@ Found New Hardwa

=X

e

Windows needs to install driver software for your HC25
VCOrM

‘ Windows needs to install driver software for your HC25 NET ended)

T s o

Windows needs to install driver software for your HC25 ware (recommended)
MODEM process of installing driver software
device or log on.
- . . ice
) Locate and install driver software (recommended) [ you plug in your device or log on. oo
Windows will guide you through the process of installing driver software || '
f d H ., . 0 .
oryourdevice in for this device
u install driver software.

= Ask me again later
Windows will ask again the next time you plug in your device or log on.

Cancel

&7 Don't show this message again for this device
Your device will not function until you install driver software.

Cancel

In some cases, the Found New FOUHdeHaMWm .

Hardware wizards may indicate
"Unknown Device" instead of HC25

Windows needs to install driver software for your Unknown

VCOM, HC25 NET and HC25 || P&V

MODEM. The procedure is the |

same - simply press Cancel three © Locate and install driver software (recommended)
timesl Windows will guide you through the process of installing driver software

for your device,

2 Ask me again later
Windows will ask again the next time you plug in your device or log on,

& Don't show this message again for this device
Your device will not function until you install driver software.

Cancel

7. The Siemens HC25 Connection Manager and the HC25 drivers are removed now.
Only the two files files hc25usbser.sys* and “hc25usbnet.sys are left unchanged in the
.A\WINDOWS\system32\drivers folder. Yet, this is no problem, as they will be overwritten
next time you re-install the drivers.
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2.9 Uninstalling Drivers and Siemens HC25 Connection Manager

2.9.3 Uninstalling Components if HC25 is Disconnected

If disconnected or switched off, the HC25 module is not visible on the Windows XP or Windows
Vista computer unless you enable the operating system to show hidden devices. The purpose
of this section is to describe how to uninstall HC25 components in such case. The dialog boxes
show Windows Vista, but Windows XP is quite similar.

1. Remove the Siemens HC25 Connection Manager as described in Section 2.9.1.
As a result, the Siemens HC25 Connection Manager software will be uninstalled, but the
HC25 drivers are not.

2. Although not visible, the HC25 drivers are still blocking two virtual COM ports. To free the
ports hidden devices must be shown as follows:
On Windows XP, open the Control Panel, click System and select the Advanced tab.
On Windows Vista, open the Control Panel, select System and Maintenance, click System
and select Advanced system settings on the left panel of the dialog box.
Then press the Environment Variables button. In the resulting dialog box point to the Sys-
tem variables section and press the New button.
Enter the new system variable "DEVMGR_SHOW_NONPRESENT_DEVICES" and set
value "1".

System Properties ;

Advanced | Systen Protection | Remote

*fou must be logged on as an Administrator to make most of these changes [ | . " B
Envircnment Variables [ﬂ
Performance -
‘igual effects, processor scheduling, memory usage, and virtual memory
User variables for Admin
[ Setfings... ] Variable Value
Desktop settings related to your logon appData| ocalTemp
New.. || Edt. |[ Delete
Startup and Recovery
System startup, system failure, and debugging information System variables
Variable Value -
T™P C:\Windows TEMP
Enwvironment Variables. .. LUSERNAME SYSTEM
windir C\Windows
Eoply L oNew. J| Edt. || Deete |
’ OK ‘ ’ Cancel ]
= Bl
New System Wanable M
Variable name: DEVMGR._SHOW _NOMPRESEMT_DEWVICES

Variable value: 1
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2.9 Uninstalling Drivers and Siemens HC25 Connection Manager

3. Open the Device Manager (from Control Panel). Note that if the Device Manager is already
open you need to close and re-open it to update the status of the devices. From the View
menu select Show hidden devices.

=4 Device Manager

File Action | View E Help
=4

Devices by type

Devices by connection
‘__E Flop| Resources by type

T IDE 4 Resources by connection

-0 Mice v  Show hidden devices

Customize...

g;l Standard 19200 bps Modem

=| Standard 19200 bps Modem £2
= Standard 19200 bps Modem 24
=-B& Monitors

4. All hidden virtual HC25 devices are listed now. Right-click each device, one by one, select
Uninstall and confirm the resulting uninstall messages.
The example shows how to uninstall the Siemens HC25 USB Com Port. The Siemens
HC25 Wireless Ethernet Adapter and the Siemens HC25 HSDPA USB Modem must be
uninstalled in the same way.

= Device Manager
File Action View Help

--‘-_L Monitors
= ¥ Metwork adapters
=+ D-Link Air DWL-122 Wireless USB Adapter
¥ Intel(R) PRO/1000 CT Metwork Connection
isatap {57 A1F214-77F4-4854 -BACE-CB5S0ABCESFAF}
RAS Async Adapter
WAN Miniport (IP)
- mF WAN Miniport (IPv6)
- &F WAN Miniport (L2TP)
y_:' WAN Miniport (PPPOE)
- WAN Miniport (PPTP)
- 1| Non-Plug and Play Drivers
=) 5y Other devices
5 MICTS5

- PCI Serial Port

- iy PCI Serial Port
[+-E3 Portable Devices

w
— ~
=
— ‘
i
—
e

=

.75 Ports (COM & LPT) Confirm Device Uninstall (23]
--¥F Communications Port (COML)
.Y Communications Port (COM2) ~ Siemens HC25 USE Com Port (COM41)
Y5 ECP Printer Port (LPT1) 1
B-JD Processors Update Driver Software... Waming: You are about to uninstall this device from your system.
|:+J3‘| Sound, video and gai Uninstall

E;FJ <5 Storage controllers

EJ\_-J Storage volume ;hati Scan for hardware changes

Uninstalls the driver for the selec; Properties

oK | [ Cancel
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294 Uninstalling Components of HC25 Preview Releases

The following procedures apply only to drivers of earlier HC25 releases supplied as preview
samples for testing only. These drivers were available only for Windows XP.

29.4.1 Uninstalling Earlier Drivers

1. Under Windows XP, open the Device Manager and
select the drivers as described in Section 2.8. Keep in

Ll Device Manager,

File  Action Wiew Help

mind that the drivers are listed in the Device Manager 5 2 & <R
only when the module is switched on. Right-click the T-0B Flopoy disk drives ~

+-(=) IDE ATAJATAPL contrallers
+-ze Keyboards
¥ J Mice and other painting devices

driver and, from the resulting menu, select Uninstall.

Modems

If the module is disconnected first follow the steps HCs
. . . . Siemens HCZS HSDPA USE Mar N
provided in Section 2.9.3 and enable the Device Man- randad 15200 bpe Mo | P DT

H H Standard 19200 bps Modem #:2 5
ager to show hidden devices. Standard 19200 bps Moder 3 Bl
Standard 19200 bps Modem #¢ Scan For hardware chang
TCES Madem (GPRS)
- & Monitors
+- 31 Multi-port serial adapters
—|-E& Network adapters

Properties

HE Intel(R) PROJ1000 MT Mebwork Connection
HE Siemens HC2S Wireless Ethernet Adapter
=5 Ports (COM & LPT)
F\.} Communications Port {COML)
F‘} Communications Port {COM2)
- ECP Printer Port (LPT1)
Ay{ Siemens HC25 USE Com Port (COM19) -

Urinstalls the driver For the se

2. Under ..\WINDOWS\system32\drivers remove the two files “hcusbser.sys* and “hcusb-
net.sys“. (Please note that the newly installed HC25 drivers will now be set up as
“hc25usbser.sys” and “hc25usbnet.sys).

3. Under .\WINDOWS\INF check for old “oem*.inf* and “oem*.pnf” files and remove all files
related to earlier customer samples.

To do so, open the currently installed “oem*.inf* file(s) and compare the content with the
“hcser.inf*, “hcnet.inf‘and "hcmdm.inf* supplied with the latest release. All “oem*.inf* and
associated “oem*.pnf‘ files based on information from old “hcser.inf*, “hcnet.inf* and
“hcmdm.inf“files must be removed.

An easy way to compare the content of these files is checking the information given in the
[Siemens] section, such as the two examples shown below:

Examples:

[SIEMENS]
%hcwwan.DeviceDesc_hcl% = hcwwan.ndi, USB\VID_0681&PID_&MI_01

[SIEMENS]
%hcwwan.DeviceDesc_hcl% = hcwwan.ndi, USB\VID 05C6&PID 7001&MI_01

2.9.4.2 Uninstalling Earlier Connection Manager

Old versions of the Siemens Connection Manager were installed in Windows XP under Pro-
gram Files | Siemens | ConnectionManager. To uninstall the program simply remove the "con-
man.exe" file.

Any shortcuts and icons must be deleted manually.
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2.10 Updating HC25 Drivers

Driver updates are contained in a ZIP file named "HC25_<release>_conman_install.zip". The
ZIP file is either delivered separately or ready for download from http://www.siemens.com/wm.

The following sections describe how to install the new drivers either from any location on a Win-
dows XP computer (see Section 2.10.1) or a Windows Vista computer (see Section 2.10.2) or
from the HC25 mass storage (see Section 2.10.3).

Before installing new drivers be sure to uninstall existing drivers as described in Section 2.9.

2.10.1 Installing Driver Update from Any Folder on Windows XP

=

Switch off the HC25 module or unplug the USB cable.
2. Copy or unpack the new driver package to any folder on your Windows XP computer.
The folder tree must be the same as shown in Section 2.10.3, Figure 4. Therefore, do not
copy or unpack the files into one folder only.
Recommendation: When you extract the supplied "HC25_ <release> conman_install.zip"
take care to retain the folders and subfolders stored in the ZIP archive.
3. Double-click the "autorun.exe" file from the dezipped driver package.
4. The installation of the Siemens HC25 Connection Manager will start and, at the same time,
the composite device driver software will be preinstalled. Simply follow the screens
described in Section 2.5.1. The last installation dialog closes automatically.
Now, switch on the HC25 module or replug the USB cable.
Windows will detect the HC25 module as a new device. The New Hardware Found wizard
pops up three times, prompting you to install the following devices:
- Siemens HC25 USB Com Port driver
- Siemens HC25 Wireless Ethernet Adapter driver
- Siemens HC25 HSDPA USB Modem driver
To do so, follow the screens described in Section 2.5.2, i.e. simply press Next in each dia-
log, using the option Install the software automatically (Recommended).

o 0

Keep in mind that, before the composite device drivers are installed, the HC25 enumerates as
mass storage if the factory default settings of the ATASUSB command are left unchanged
(parameter <start> equals "MdmNet" and timeout <mnto> equals 10 seconds). The mass stor-
age is not needed, but you may be required to take the following precautions:

- If the installation of all three drivers completes before the <mnto> timeout expires the
mass storage will be deactivated automatically. But as 10 seconds are typically not
enough for all three drivers it is very likely that the HC25 enumerates as mass storage
during the installation. As a result, the driver installation (step 6 above) may be halted, for
example after the first (or already the second) driver was set up. Yet, this is nothing to
worry about - all you need to do is manually ejecting the mass storage. So, right-click the
Removable Disk drive inside the Windows Explorer and select Eject. This will deactivate
the mass storage functionality, and at the same time, cause the New Hardware Found
wizards for the next one or two drivers to pop up.

- If you prefer to install driver updates always from a location other than the HC25 mass
storage, you can disable the <mnto> timeout of the ATASUSB command (set 0 seconds).
The setting is non-volatile. For details on AT*"SUSB please refer to [2].

IMPORTANT: To avoid mixing up the driver packages located in the mass storage and in any
other folder be sure to run the "autorun.exe" only from the new dezipped driver package.
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2.10.2 Installing Driver Update from Any Folder on Windows Vista

=

Switch off the HC25 module or unplug the USB cable.

2. Copy or unpack the new driver package to any folder on your Windows XP computer.

The folder tree must be the same as shown in Section 2.10.3, Figure 4. Therefore, do not
copy or unpack the files into one folder only.

Recommendation: When you extract the supplied "HC25_ <release> conman_install.zip"
take care to retain the folders and subfolders stored in the ZIP archive.

Double-click the "autorun.exe" file from the dezipped driver package.

The installation of the Siemens HC25 Connection Manager will start and, at the same time,
the composite device driver software will be preinstalled. Simply follow the screens
described in Section 2.6.1. The last installation dialog closes automatically.

Now, switch on the HC25 module or replug the USB cable.

The installation of the composite device drivers continues automatically as described in
Section 2.5.2.

how

o 0

On Windows Vista, the 10s timeout <mnto> of the ATA"SUSB command will often be sufficient
for the composite device driver installation, eliminating the need for HC25 to temporarily enu-
merate as mass storage. However, if 10 seconds are not enough, the HC25 enumerates as
mass storage, and the driver installation (step 6 above) may be halted as explained in Section
2.10.1 for Windows XP. In this case, manually eject the mass storage. To do so, right-click the
Removable Disk drive inside the Windows Explorer and select Eject. This will deactivate the
mass storage functionality, and the installation will proceed.

If you prefer to install driver updates always from a location other than the HC25 mass storage,
you can disable the <mnto> timeout of the ATASUSB command (set 0 seconds). The setting is
non-volatile. For details on ATASUSB please refer to [2].

IMPORTANT: To avoid mixing up the driver packages located in the mass storage and in any
other folder be sure to run the "autorun.exe" only from the new dezipped driver package.
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2.10.3 Installing Driver Update from HC25 Mass Storage

To ensure that the driver update installation can be started from the mass storage of the HC25
we recommend to follow the steps listed below. By this approach, the factory settings of the
ATASUSB command can be left unchanged: parameter <start> equals "MdmNet" and timeout
<mnto> equals 10s.

1. Uninstall the drivers and the Siemens HC25 Connection Manager as described in Section
2.9.

2. Switch off or unplug the module, then switch on or replug the module.

3. Abort the installer if started automatically (press Cancel in all three New Hardware Found
wizards).

4. Because no installed drivers are found (within the above AT"SUSB timeout <mnto>), the
HC25 module enumerates as mass storage, usually showing up as Removable Disk
assigned to the next free drive of the Windows Explorer. Navigate to this drive and delete
all existing files, folders and subfolders containing the old driver package (see Figure 3).

File Edit Wew Favorites Tools  Help ,'J.'
@ Back * T /- search ([ Folders || (& 3 X i) -
Address e E:\ v
Folders X | Mame Size  Type Date Modified
@ Dieskbop A || [Cprogran files File Folder 17.10,2006 16:25
+ '_j My Docurnents _';}DxDqDQ.ini 6KE Configuration Settings  17.10.2006 16:42
2 9 My Computer EMautorun exe 248KB  Application 19,01.2007 14:10
| 5 34 Floppy (A1) % futarun.inf 1KE Setup Information 21.12,2006 13:358
% % Local Disk (C:) §5HC25 Comnection Manager.msi B19KB  Windows Installer P...  19.01.2007 14:10
[} w audio OO (DY ﬁlISScriptll.Msi OSO KB  Windows Instaler P...  17.10.2006 16:42
=) %= Removable Disk (E:) _'_-}Setup.ini ZKE Configuration Settings  19.01.2007 14:10
& I3 program Files —
< % E:Aprogram files\SiemensiHC25 Connection Manager, g@|g|
File Edit ‘Wiew Favorites Tools  Help f,'
Falders x Marne Size . Type Date Modified
@ Deskiop ~ dconman.exe 1.020 KB  Application 29,08.2007 1052
(5 My Dacuments % conman.ini 1KE Configuration Settings  19,01,2007 13:22
= } My Computer & DPInst. exe 509 KB  Application 07.11,2006 14:1§
M 315 Floppy (42 [Fejectmedia.exe 40KE  Application 07,11,2006 13:45
“e Local Disk (1) B hezSmdm,inf 44 KE  Setup Information 22.08.2007 11:17
(5 Audio CD (D) ~BhczSnet.inf 3KB Setup Information 22.08.2007 11:17
[= “#* Remavable Disk (E:} _'}thSser.inF 2 KB Setup Information 22,08,2007 11:1%
= IC5) program files hc25usbnet.sys G4 KB  Swstem file 28.06.2007 15:5;
= T Siemens hc25usbser.sys 96 KB System file 22.08.2007 1050
=] 25 Corectio pu—
£ >
Explore
Open
Search...
Agent Ransack.,,
sharing and Security,..
3 'WinZip 3
Send To 3
Cuk
Copy

Rename

Fropetties

Figure 3: Deleting obsolete HC25 driver files, folders and subfolders
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5. Copy or unpack the new driver package to the mass storage drive.
The folder tree must be the same as shown below. Therefore, do not copy or unpack the
files into one folder only.
Recommendation: When you extract the supplied "HC25_ <release> conman_install.zip"
take care to retain the folders and subfolders stored in the ZIP archive.

= _g. 314 Floppy (A

File Edit Wew Favorites Tools Help ,'
() Back - T 7 search |ﬁ_’f_.~ Folders | x ) [E-
Address | E:\ b I
Folders = Marne Size | Type Dabe Modified
@ Desktop A | [C)program files File Folder 17.10,2006 16:25
=] .D Iy Documents _'}DxD‘IDQ.ini 7 KB Configuration Settings  02,10,2007 11:05
= j My Computer Eautorun.exe 356 KB Application 12.10.2007 11:11
% adkorun.inf 1KB  Setup Information 21.12,2006 13:38

2.43... Windows Installer P...

[# e Local Disk (C:)

ﬁHQS Connection Manager, msi

# (g Audio (D (D3 “setup.ini
= % Removable Disk (E:)

=1 |C5) program files

3KE

Configuration Settings

12.10,2007 11:11
12.10,2007 11:10

# |} My Documents
= j Iy Computer
[+ J} 34 Floppy (A:)
[# S Local Disk {C:)
() Audio €D (D2}
[= % Removable Disk (E:)

[+

rogram files
) Siemens
Ij HC25 Connection Manager v

Tools  Help

File  Edit Favorites

¥ | P

View

> X 9

o

=l 5) Siemens
< % E:\program files
File Edt Yiew Favorites Tools Help ,'
Q@ Back - T 7 search | Folders | x ) -
Address |[5) Ex\program files
Falders x Marme Size  Type Date Madified
(& Desktop A || [C)siemens File Folder 19,01,2007 10:29

Address |[23) E:\program Files|SiemensiHC25 Connection Manager

= _J My Computer
5, 315 Floppy (A
“ee Local Disk {C:)
2 Audia CD (D:)
[=) = Removable Disk {E:)
= [C5) program files
= ) Siemens
(@] H 25 Connection Manager

E DPInst. e

Folders = Mame Size:
@ Deskiop ~ dconman.exe 1.168 KB
B My Documents _;}conman.ini 1KBE

S09KE

FEiectiedia.exe 40 KB
b hczsmdm.inf 45 KE
b hczsnet.inf 4KB
“bhczsser.inf 3KB
hc2susbnet. sys 94 KB
hc25usbser sys 96 KB
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Configuration Settings
Application
Application

Setup Information
Setup Information
Setup Information
System file
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26.10,2007 15:54
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Figure 4: Folder tree of HC25 driver package

6. Close the Windows Explorer and switch off or unplug the HC25 module.

Now the module is prepared for easy installation from the mass storage. You can switch on or
replug the HC25 module any time and proceed as described in Section 2.5 for Windows XP or

Section 2.6 for Windows Vista.
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2.11 Configuring the HC25 for Operation via ASCO or USB

ASCO and USB operation are mutually exclusive: ASCO usage disables access to the virtual
USB devices and, vice versa, USB usage disables access to the ASCO interface. The com-
mand ATASUSB="Startup",<start> determines which mode to use.

By factory default, the HC25 is prepared for use as a composite USB device connected to a
Windows XP or Windows Vista system. This requires the supplied HC25 USB composite
device driver package to be installed as described in this manual.

Therefore, if your host application is designed to communicate with HC25 through the ASCO
interface you will initially need a Windows XP or Windows Vista environment with the HC25
USB composite device driver package installed. This system may be used to change the "Star-
tup” settings of ATASUSB and reconfigure the HC25 modules for use on ASCO.

ATASUSB="Startup" Read the current configuration.

ASUSB: "Startup”,"MdmNet" Response: On power-up HC25 enumerates as
OK USB composite device (delivery default).
ATASUSB="Startup","None" Configure HC25 for ASCO operation: The set-
ASUSB: "Startup","None" ting "None" means that on power-up only the
OK ASCO interface will be accessible.

ATASMSO Switch off HC25 to make the changes take
OK effect.

Of course, if configured for ASCO, HC25 modules can be connected to systems that have no
HC25 USB drivers installed.

In a Windows XP or Windows Vista environment with installed HC25 USB drivers and plugged
USB cable the HC25 will enumerate as USB composite device even though configured for
ASCO. Despite that the virtual USB devices cannot be used.

Updating the HC25 firmware via the ASCO interface requires that the USB cable is discon-
nected. For details see [5].

For ASCO operation the host application or Terminal program must have RTS/CTS flow control
enabled. The module is permanently configured for AT\Q3.

ASCO is permanently configured for 115200 bps bit rate. Other values selectable with AT+IPR
exist only for compatibility reasons, but do not take effect if set.
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2.11.1 Installing a Modem on the ASCO Interface

If you wish to install a modem on the ASCO interface you may either use the
“Standard 19200 bps Modem* integrated in Windows, or the HC25 specific serial modem deliv-
ered together with HC25. The delivery only includes an INF file named "HC25genmdm.inf".

This section summarizes the basic steps for installing the HC25 modem on a Windows XP
computer. Those for Windows Vista are similar.

Click on Start, select Settings | Control Panel | Phone and Modem Options | Modems and press
the Add button. Select the COM port the module’s ASCO interface is connected to on your Win-
dows computer. Keep in mind that the terminal program or host application connected to this
COM port must be disconnected during the installation, otherwise it will not be visible in the list
of selectable COM ports.

The Add Hardware Wizard opens. Check the option Don't detect my modem; | will select it from
a list and click Next.

Phone and Modem Options @gj
Dialing Fules | Modems | Advanced
il The following modems are installed:
todemn Attached To
ZBMCIS COM3
Siemens AG WM USB Modem Mot present
@ Siemens &G W USE Modem #2 Mot present
Siemens HC25 HSDPA USE Modem COkz20 ”
Siemens HC28 HSDPA USE Modem wI L AddHardware Wizard
Standard 19200 bps Modem COmM3 Install New Modem i
Standard 19200 bps Modem #2 COM? D . >
4 o you waht Windows to detect pour madem?
Standard 19200 bps Modem #3 COME
Standard 19200 bps Modem f4 Cam3
Windows will now tiy to detect your modem.  Before
continuing, you shauld:
1. If the modem iz attached to pour
computer, make sure it is turned on.
i 2. Cuit any programs that may be using
=t the maodem.
Click Mext when you are ready to continue.
[ ok l [ Cancel

[w Dion't detect ry modern; | will zelect it from a list

< Back “ Mest » J[ Cancel

The resulting list of manufacturers and models can be ignored, simply press the Have Disk but-
ton and navigate to the source drive where the "HC25genmdm.inf" file is located.
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Add Hardware Wizard

Install New Modem .

f Select the manufacturer and model of your modem. IF pour modem is not isted, or if you
M have an installation dizk, click Have Disgk.

Manufacturer | Model: i
[l (5tandard Modem Types) Communications cable between hwo computers
| Siemens &G

Parallel cable between two computers

Siemens &G -Wireless Modules Standard 300 bps Modem

[k This driver is digitally signed. & Disk
Tell me why driver signing is important Locate File
Lock jn | (7 Modems 4 @2 =
5 [
< Back ” Mext » ] )
My Recet
Documents

Add Hardware Wizard

Inztall New Modem o
Select the portfz) you want to install the modem on.

“Y'ou have selected the following modem;
|Siemens HC28 Standard Modem

File game: |hezegermemint v
Files of type:
0On which ports do you want to install it?
Al parts
* Selected ports Siemens HC28 Standard Modem Properties
Egmi General| Modem | Diagnostics | Advanced | Driver || Details
Cams
COME Part: - COM?T
COmg Speaker volume
Cama

< Back ” Mext = l[

Maximum Port Speed

115200

Dial Contral

I 08 H Cancel ]

After the installation has completed make sure that the port speed on the Modem property page

is set to 115200 bps. In the Windows Device Manager the modem will be listed as "Siemens
HC25 Standard Modem".

The steps required to configure the modem for dial-up connections are the same as for all other

modems and can be found in Section 4.1.
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3 Using the HC25 Module

This chapter first provides an overview of all available HC25 interfaces. The second part shows
the basic steps required to register to the network, to select UMTS mode or GSM mode and to
attach to HSDPA or GPRS.

The examples are based on a UICC card provisioned by the German network operator
T-Mobile. The used UICC card is capable of UMTS and GSM and enables the subscriber to
switch back and forth between both networks.

3.1 AT Command Interfaces

HC25 features two interfaces for processing AT commands:
* Modem interface and
» Application interface.

Both AT command interfaces can be assigned to the various physical and virtual interfaces of
HC25. Basically, their allocation is dependent on whether the HC25 is configured for operation
through its asynchronous serial interface ASCO, or as USB composite device comprising two
virtual COM ports and a virtual wireless Ethernet adapter. ASCO and USB operation are mutu-
ally exclusive: ASCO usage disables access to the virtual USB devices and, vice versa, USB
usage disables access to the ASCO interface. The command ATASUSB="Startup",<start>
determines which mode to use. Please refer to Section 2.11 (this manual) and to [2] for details
on ATASUSB.

The following sections summarize the functions of the Modem interface and the Application
interface as well as their allocation to the module's physical and virtual interfaces. For greater
detail refer to [2], especially the sections "AT Command Interpreter" and "Unsolicited Result
Code Presentation”, the configuration command ATA"SCFG with the feature "URC/Dstlfc", <udi>
and the AT+CMUX command.

To easily identify both interfaces you can use the ATASQPORT command.

Mobile Core
GPS Engine AITn?eC;g:;:?d
@ @D NET
USB USB USB
Modem VCOM T

USB Composite Device
(ATASUSB="Startup“,“MdmNet"*)

Figure 5: Interfaces available with factory default settings
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3.1.1 Modem Interface

This interface is referred to as "Modem" if queried with the AT"SQPORT command. In the quick
reference tables of [2] it is named "MDM".

ATASQPORT
Modem
OK

The Modem interface is intended particularly for circuit and packet switched transmission
(HSDPA, (E)GPRS, CSD, Fax, Voice). URCs relevant for data calls (RING, NO CARRIER) are
issued on the Modem interface, all other URCs normally only on the Application interface.

The Modem interface can be assigned to one of of these HC25 interfaces:

» Asynchronous serial interface ASCO

» A logical channel of the USB composite device. For example, by factory default, in
Windows XP or Windows Vista the virtual modem port (MODEM) listed as "Siemens HC25
HSDPA USB Modem" in the Windows Device Manager under Modems.

» First Multiplex channel if Multiplex mode is activated.

3.1.2  Application Interface

This interface is referred to as "Application" if queried with the ATA"SQPORT command. In the
quick reference tables of [2] it is named "APP".

ATASQPORT
Application
OK

The Application interface is designed especially for controlling the HC25, i.e. for entering AT
commands, receiving URCs, and also for sending and receiving short messages. It cannot be
used as data interface for HSDPA, (E)GPRS, CSD and Fax.

The Application interface can be assigned to one of these HC25 interfaces:

» A logical channel of the USB composite device. For example, by factory default in
Windows XP or Windows Vista the virtual COM port (VCOM) listed as "Siemens HC25
HSDPA USB Com Port" in the Windows Device Manager, under Ports (COM&LPT).

» Second Multiplex channel if Multiplex mode is activated.

If HC25 is configured for ASCO usage, the Application interface is available only if Multiplex
mode is activated.
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3.1.3 AT Command Interpreter

Both the Modem interface and the Application interface are handled by the same AT command
interpreter. As a result, AT commands entered on both interfaces are not executed in parallel
but sequentially, one after the other. So, an AT command issued on one interface will be buff-
ered on this interface to be executed after the other interface has completed processing earlier
AT command(s).

When a dial-up connection is established over the Modem interface, the Application interface
can be used simultaneously for any control functions. This eliminates the need for the user to
enter AT commands, such as +++ and ATO, to switch back and forth between command and
online mode when working on one interface only. Yet, it should be noted that the dial-up con-
nection disables the echo on both interfaces, due to the initialization strings typically set by
modems. The echo can be re-activated by executing ATE1.

If ASCO operation is enabled all communication between HC25 and the host application takes
place only on the Modem interface. Therefore, Multiplex mode is recommended to have the
Application interface available for control functions.
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3.1.4 Multiplex Mode

Multiplex mode according to GSM 07.10 and 3G TS 27.010 enables a serial interface to be par-
tioned into virtual channels. It can be used either on the USB interface or on the asynchronous
serial interface ASCO of the HC25 module.

Multiplex mode can be started only on the Modem interface. This may be either the ASCO inter-
face or the virtual modem port of the USB composite device.

In either case, the Modem interface will be mapped to the first Multiplex channel, and the Appli-
cation interface will be mapped to the second multiplex channel. As a result, the functions of
the first and second multiplex channel are the same as described in sections 3.1.1 through
3.1.3 for the Modem interface and the Application interface.

The third multiplex channel is reserved for GPS and will be used to output NMEA data if the
GPS receiver is switched on and NMEA output is enabled with ATASGPSS.

If you are using the demo driver WinMux supplied with HC25 for Windows XP and Windows
Vista note that each multiplex channel will be assigned a virtual COM port of its own.

Mobile Core
Mobile Core GPS Engine i
GPS Engine AT Command
interpreter
@ @ @ A\
Multiplexer
Multiplexer (AT+CMUX=0) NET
(AT+CMUX=0)

Y USB usB

Modem NET

ASCO

USB Composite Device

(ATASUSB="Startup,“None*)
(ATASUSB="Startup“,“MdmNet")

Figure 6: Interfaces available in Multiplex mode either on ASCO or USB
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3.1.5 Handling of Unsolicited Result Codes

URCs are normally indicated only on the Application interface, no matter whether the Modem
interface or the Application interface was used to send the AT commands for activating their
presentation. This URC management scheme is the default configuration recommended for a
typical HC25 application. If you wish to change the default configuration please carefully read
the section "Unsolicited Result Code Presentation” in [2] and the description of the ATASCFG
feature "URC/Dstlfc", <udi>. The examples below reflect the default settings.

Default for URC routing on USB composite device:

ATASUSB="Startup" Check startup mode of HC25.

ASUSB: "Startup”,"MdmNet" Response: HC25 is used as USB composite
OK device.

ATASCFG="URC/Dstlfc" Check which interface is used to output URCs.
ASCFG: "URC/Dstlfc","app” Response: URCs will be output on the Applica-
OK tion interface.

If the Modem interface is assigned to ASCO and Multiplex mode is not enabled, HC25 automat-
ically changes the "URC/Dstlfc" configuration such that all URCs will be routed to the Modem

interface.
Default for URC routing on ASCO:

ATASCFG="Startup" Check startup mode of HC25.

ASUSB: "Startup","None" Response: ASCO usage enabled, USB usage
OK disabled.

ATASCFG="URC/Dstlfc" Check which interface is used to output URCs.
ASCFG: "URC/Dstlfc","mdm" Response: URCs will be output on Modem
OK interface.

With Multiplex mode activated on the ASCO interface, the default destination interface for URCs
will automatically be set to "app", i.e. the Application interface (the second Multiplex channel in
this case) will be used for URC presentation.
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3.2 Switching on the HC25

The HC25 can be started by activating the IGT line. If the HC25 connects to the DSB75 press
the IGT key (S421) or plug in the USB cable. Please wait approximately 2 seconds before using
the module, for example before entering AT commands.

For further information please refer to Section 5.1.7.

3.3 Switching off the HC25

To shut down the HC25 module, enter the ATASMSO command. This enables the ME to save
all data and perform an orderly shutdown.

ATASMSO The ME switches off.
OK

The HC25 module can also be switched off by using the IGT line as described in [2], Section
ATASCFG and in [1], Section "Configuring the IGT Line for Use as ON/OFF Switch").

For further information please refer to Section 5.1.7.

34 Registering to the Network

Make sure to operate the HC25 always with the UICC card inserted in the card reader and a
valid SIM PIN entered. This is because most AT commands require SIM PIN authentication.
Write command: AT+CPIN=<pin>[, <new pin>]

AT+CPIN? Entering the SIM PIN.
+CPIN: SIM PIN

OK

AT+CPIN="1234"

OK

AT+CPIN?

+CPIN: READY

OK
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3.5 Selecting UMTS or GSM

The GSM 07.07 operator selection command AT+COPS has been enhanced to enable the
subscriber to select whether to use UMTS or GSM. You can quickly switch back and forth
between both network types while the ME remains registered.

Write command: AT+COPS=<mode>[, <format>[, <oper>[, <act>]]]

The parameter <act> (access technology) can take the values listed below. The parameter is
stored non-volatile.

0 GSM network

2 UMTS network

Note: By factory default, an automatic network selection mode is set which enables the ME to
select either UMTS or GSM, depending on the network coverage. This automatic mode
remains enabled until you explicitly set either UMTS or GSM using the <act> parameter of
AT+COPS. Setting the <act> parameter forces the ME to select either UMTS only or accord-
ingly, GSM only. If the specified network is not available, the network registration will be dis-
abled. Setting <mode> to 0 without choosing a specific <act> enables the automatic selection
mode once again.

AT+COPS? Querying the current network mode.

+COPS: 0,0,"T-Mobile D",2 The ME is registered to the German opera-
tor T-Mobile and uses UMTS.

OK

AT+COPS=0,,,0 #(or AT+COPS=,,,0) Selecting the GSM network.

OK

AT+COPS? Query the current network type.

+COPS: 0,0,"T-Mobile D",0 The response confirms that the ME has
changed to the GSM network.

OK

AT+COPS=0,,,2 #(or AT+COPS=,,,2) Selecting the UMTS network.

OK

AT+COPS?

+COPS: 0,0,"T-Mobile D",2

OK

AT+CPIN? There is no need to enter the SIM PIN
+CPIN: READY again.

OK

AT+COPS=0 Setting automatic network selection mode.
OK

Furthermore, the command AT+COPS serves to query or specify several modes of selecting
the GSM network operator. These functions are not discussed in this document.
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3.6 Attaching to the HSDPA or (E)GPRS Network

The HC25 can be configured whether to try automatically to attach to the HSDPA or (E)GPRS
network immediately after registering to the UMTS or GSM network. To set your preferences
use the "GPRS/AutoAttach" parameter of the ATASCFG command.

ATASCFG="GPRS/AutoAttach",enabled Configuring HC25 to try automatically to attach

ASCFG: "GPRS/AutoAttach”,"enabled" to the HSDPA or (E)GPRS network.

OK

AT+CPIN=1234 Entering the PIN.

OK

+CREG: 1 HC25 is properly registered to the network.

AT+CGATT? Querying the current service state.

+CGATT: 1 The ME is attached. Depending on the
selected network type (see AT+COPS), it is

OK either attached to the HSDPA or GPRS ser-
vice.

3.7 Defining the PDP Context for HSDPA or (E)GPRS Network

Use the AT+CGDCONT command to configure the correct provider settings. The PDP context
is stored non-volatile.

Write command:
AT+CGDCONT=<cid>[, <PDP_type>[, <APN>[, <PDP_addr>]]]

AT+CGDCONT=1,"IP","internet.t-mobile" Specifying the PDP context (example shows

OK the APN of the German network provider T-
Mobile).

AT+CGDCONT? Checking the current PDP context definition.

+CGDCONT: 1,"IP","internet.t-mobile",",0,0

OK

The focus of this document is only on the parameters <cid>, <PDP_type> and <APN>. The
string parameters must be enclosed in quotation marks.

Under Windows XP and Windows Vista, the PDP context can, optionally, be entered on the
Modem property page as described in Section 2.8.
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3.8 Making a Voice Call (MO)

The commonly used GSM 07.07 dialing command ATD is fully applicable both in the UMTS
and the GSM network.

To make a mobile originated voice call enter ATD, type the destination number and add a semi-
colon. The result code OK will be returned immediately after dialing, prior to call setup.

To end the call, use the AT+CHUP command (ATH is for data calls only).

ATD030111111111; The HC25 subscriber makes a voice call.
OK

at+clcc Checking the call status (MO call is active).
+CLCC:

1,0,0,0,0,"030111111111",129,"Tom"

The HC25 subscriber terminates the call.
AT+CHUP
OK

at+clcc Checking the call status (no call).
OK

3.9 Answering a Voice Call (MT)
A mobile terminated voice call is indicated by the RING URC. To answer the call, enter ATA.

To terminate the call use AT+CHUP.
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3.10 HSDPA or GPRS Data Transfer

HC25 offers two ways to access the GPRS or HSDPA networks:

» the Siemens HC25 Connection Manager provided for the Siemens HC25 Wireless Ethernet
Adapter. The program is part of the HC25 driver package. See Section 3.10.1.

e adial-up network connection via the installed Siemens HSDPA USB Modem as described
in Section 3.10.2.

Contact your service provider to obtain the appropriate settings for access to the (E)GPRS and

HSDPA services, as a rule the following:

» APN (network operator specific Name of Access Point that connects the GSM network to
the Internet)

* Primary and secondary DNS

o Static IP address or DHCP

* QoS settings

* User name and password

Before trying to connect to the data services make sure that the module is registered to the net-
work. To take advantage of HSDPA the <act> parameter of AT+COPS shall equal "2". For
(E)GPRS the parameter shall be "0".

The SIM PIN can be entered from the host application using the AT+CPIN command. As an
alternative to this, the SIM property page of the Siemens HC25 Connection Manager can be
used for entering the PIN unless already done from the host application.
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3.10.1 Data Transfer via Siemens HC25 Connection Manager

3.10.1.1 Opening and Closing Siemens HC25 Connection Manager

To open the Siemens HC25 Connection Manager in Windows XP or Windows Vista, click Start,
point to Programs, select Siemens, select HC25 HSDPA USB Modem and click HC25 Connec-
tion Manager.

The Siemens HC25 Connection Manager can be opened only when the HC25 module is
switched on. This implies to close the Siemens HC25 Connection Manager before switching off
or restarting the HC25 module. Otherwise, the following warning message will appear, for
example, when you restart the HC25 module although the Siemens HC25 Connection Man-
ager is still open.

conman

LUnahle to establish a connection to the device, 'Siemens HCZS Wireless Ethernet Adapter’,
! Make sure the device name is correct and the device is attched properly.

3.10.1.2 Revision History of Siemens HC25 Connection Manager

The SIM property page described in Section 3.10.1.3 is available as of Version 1.4.00 of the
Siemens HC25 Connection Manager.

For earlier versions of the Siemens HC25 Connection Manager up to version 1.3.01 Windows
Vista users were required to log on as administrator. As of Version 1.4.00 this is no longer nec-
essary.
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3.10.1.3

This section describes how to use the Siemens HC25 Connection Manager on Windows XP or

Windows Vista.

Connection property page

Use the Select Device listbox to
choose the Siemens HC25 Wireless
Ethernet Adapter. When opened the
first time or after disabling the
adapter, the listbox may be empty.
Check the APN Name box and enter
the APN (Access Point Name) of
your service provider.

If necessary, check the Authentica-
tion Preference box and select the
type of authentication protocol. Oth-
erwise, PAP and CHAP apply by
default. Username and password
are also provider dependent.

Cornection | profiles | st |

SIEMENS

Using the Siemens HC25 Connection Manager

¥ Siemens Connection Manager

Select Device: |EEIEIE RS

Crvertide

[~ 3GPP Profile ID:
I Primary DNS:

[ secondary DMS:
[ Primary MENS:
™ Secondary MBMS:
¥ APM Mame:

[~ 1P Address:

[ Authentication Preference:

less Ethernet Adapter

internet, t-mabile

™ Username:

» Press the Connect button to set up a
connection. Then simply open your
Internet browser. The box on the
rightmost bottom represents the sig-
nal strength. [ Auto Connect i

» To close the connection press the .
Disconnect button (available when
connected).

The Auto Connect check box on the leftmost bottom can be activated if you want the Siemens

HC25 Wireless Ethernet Adapter to automatically connect to the network each time you restart

the HC25. This option can be used particularly with a flat rate subscription. In this case, take

care that the SIM PIN authentication is also done automatically.

[~ Password:

Conneck

™ Systray on minimized

SIM property page
The SIM property page can be used to enter the SIM PIN, unless already done from the host
application.

The PIN needs to be given only once, either in the host application with AT+CPIN or on the SIM
property page of the Siemens HC25 Connection Manager. Please note that entering the PIN
from the host application will not update the values shown on the SIM property page, although
PIN authentication is applicable to the Siemens HC25 Connection Manager as well. The other
way round, after entering the PIN from the Siemens HC25 Connection Manager the PIN status
of the AT+CPIN command will change to "+CPIN: READY".

Use the Sim Actions group box to select a function and to enter the PIN. Press the Submit but-
ton to make the action take effect. The PIN1 and PIN2 group boxes show the result of the last
action.

You can choose to enable or disable the PIN protection. When doing so, keep in mind that the
selected PIN protection mode is valid for the entire HC25 module. Therefore, any change
implies a change to the "SC" lock settings made with AT+CLCK.
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Enable PIN protection (factory default):

SIEMENS

» Select Enable PIN protection from the Action drop-down field, type the PIN into the Pin
Value field, select Verify Pin and press the Submit button. The result is shown in the PIN1
group box: Status: Pin Enabled, Not Verified. Corresponding AT+CLCK configuration:

AT+CLCK="SC",1.

* From now on, you will need to enter the PIN either from the host application with AT+CPIN
or on the SIM property page of the Siemens HC25 Connection Manager. In the latter case,
type the PIN into the Pin Value field, select Verify from the Action drop-down field and press
the Submit button. The result is shown in the PIN1 group box: Status: Pin Enabled, Verified.

‘» Siemens Connection Manager E]“:” .

Connectian ] Profiles  5IM l
PIN1
Status: Pin Enabled, Mot Verified
Werify Retries Left: 3

Unblock Retries Left: 10

PINZ
Status: Pin Enabled, Mot Verified

‘erify Retries Left: 3

Unblock Retries Left: 10

Sim Actions
Action: Set Pin Protection Pin 10 ’h
Pratection: |Di56b|e Pin j
Pin Yalue: |
Subrit

® Siemens Connection Manager,

Connectian ] Profiles  5IM

PIN1
Skatus: Pin Enabled, verified

‘erify Retries Left: 3

Unblock Retries Left: 10

PINZ
Status: Pin Enabled, Mot Yerified

‘erify Retries Left: 3

Unblock Retries Left: 10

Sim Actions
action: | Verify Fin % PinID:  |FINL X
Pin Yalue: | 8999
Subrmit;

Disable PIN protection:

» Select Disable PIN protection from the
Action drop-down field, enter the PIN
into the Pin Value field and press the
Submit button. The result is shown in
the PIN1 group box: Status: Pin Dis-
abled. Corresponding AT+CLCK con-
figuration: AT+CLCK="SC",0.

e From now on, PIN authentication will
be done automatically each time you
restart the module.
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¥ Siemens Connection Manager,

Connection ] Profiles  3IM
PIM1
Status: Pin Disabled
Verify Retries Left: 3

Unblock Retries Left: 10

PINZ
Status: Pin Enabled, Mot Yerified

Werify Retries Left: 3

Unblock Retries Left: 10

Sim Actions
Action: ’W Fin 0 ,h
Protection: |Disable Fin j
Pin Value: | 9999
Subrnit
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3.10.2 Data Transfer via Dial-Up Network

The focus of this section is on Windows XP. Instructions on how to create a new dial-up network
connection on Windows XP can be found in Chapter 4. Windows Vista is not shown in detail.

Before dialing, make sure that the virtual USB Modem port is not used by any application (eg.
by a terminal program or by the host application).

Also, ensure that you have the PDP context for your 20|
service provider defined by using the AT+CGD-
CONT command. The command string can be
entered either on the Modem property page on the
Windows Control Panel or in the host application
(see Section 2.8 and Section 3.7).

From the Control Panel of Windows XP, choose Net-
work Connections and select the dial-up network — Username: |
connection created for HC25 (on Windows Vista go Password |
to Network and select Network and Sharing Center).
The correct d|a.| String *99***1# Should already be ™ Save this user name and password for the following users:
given, if entered in the Phone number box when the & e oly

dial-up network connection was added. Otherwise, Emreiesn i cony

you can type the number here before dialing.

User name and password may or may not be
required, depending on the network operator. o |

Dial EERL] =l

Cancel Properties | Help |

The connection is properly established when the fol-
lowing messages are reported:
Connecting GPRS_HSDPA

Connecting GPRS_HSDPA...

Dialing *95“1#... : ‘
: E Werifying uzemame and pazsword...

Connecting GPRS_HSDPA... ‘

Fieqistering vour comnuter on the network
; Connecting GPRS_HSDPA...

:E Authenticated,

To verify the data rates for up- and/or down-  ET IR m—m v o]
link, you can use, for example, the file
download status dialog of your Internet {j
browser.

Saving:

H355etup, exe from we, by perionics, com

({11}

Estimated time left 25 sec (Z42 KB of 3,11 ME copied)
Download to: Ci\Docurnents and Set, . \H35Setup. exe
Transfer rake: 117 KBi5ec

[+ Close this dialog box when download completes:

Hpen Hper Eolder | Cancel I
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Terminating the dial-up network connection
To stop a HSDPA or GPRS data connection disconnect the dial-up network connection. This
can be done in two ways:

1. Double-click the dial-up network connection
icon in the system tray. In the resulting con-
nection status dialog press the Disconnect
button ) r— Connection

Status: Connected
. . Dwration: 00:00: 24
2. The other way is available on the Network S 115.2 Khps

Connections page of the Control Panel: Right-
click the active connection to open a context
menu where to choose Disconnect.

f-. GPRS_HSDPA Status 2lx

General | Details I

—Activity
Sent —— SN —— Received
.

Bytes: 1.609 07
Compression: 0% 0z
Errars: 1] 1]

Dizconnect |

LCloze |

3.10.2.1 Local Echo Settings

Due to the initialization strings typically set by modems, a dial-up network connection may auto-
matically change the local echo settings: Opening a dial-up network connection deactivates
(ATEOQ) and activates (ATE1) the local echo. Releasing the dial-up network connection deacti-
vates the echo once again (ATEQ). As Modem and Application interface are controlled from the
same AT command interpreter the change takes effect on both interfaces.

Therefore, after closing a dial-up network connection you are advised to wait a few seconds
before entering an AT command on the Application interface. Otherwise, it is possible that the
echo deactivation command ATEO is still being executed on the Modem interface while another
AT command is already entered on the Application interface. As a result, the AT command
response expected on the Application interface may appear incomplete.

Likewise, if you enter an AT command on the Application interface in parallel to a dial-up net-
work connection running on the Modem interface at the time when the echo is deactivated take
into account that the expected response may be indicated either partially or not at all.

Each time after closing a dial-up network connection you are advised to send the ATE1 com-
mand to enable the local echo again.
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4 Appendix |

4.1 Adding and Configuring a New Dial-Up Network Connection

This section will help you create and configure a new dial-up network connection when using
the installed Siemens HSDPA USB Modem to access the GPRS or HSDPA network.

All step-by-step instructions and figures provided below refer to Windows XP. On Windows
Vista, use the Network and Sharing Center to configure a dial-up network connection.

4.1.1 Creating a New Dial-up Network Connection

There are several ways to start creating a new dial-up network connection. For example, open
the Control Panel, double-click Network Connections, select New connection. Another way is
to select Settings from the Start menu, click Network Connections, then New Connection Wiz-
ard.

In any case, the Network Connection Wizard opens. Click Next to continue. Put a check mark
on Connect to the Internet and click Next.

Hew Connection Wizand

Welcome to the New Connection
Wizard

Thig wizard helps you:
* Connect to the Intermet,

* Connect to a private nebwork, such ag pour warkplace
network.

New Connection Wizand

Metwork Connection Type i L e
‘what do pou want to do? prinect to & wireless network, view i
fal8

®iConnect to the Intemet
Connect to the Intemet 2o you can browse the "Web and read email

brtinue, click Nest,

() Connect to the network at my workplace

Connect to a business network, (using dial-up or YPN] so wou can work from home, Mext » l I Caricel
4 field office, or another location. -

() Set up an advanced connection

Connect directly to anather computer using pour serial, parallel, or infrared part, or
zet up thiz computer 2o that other computers can cannect ta it.

¢ Back " Mext > ][ Cancel
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Select the option Set up my connection manually and click Next. Select Connect using a dial-

up modem and click Next.
Mew Connection Wizard
Getting Ready
The wizard is preparing to zet up vour Intemet connection.

How do you want ta connect to the Internet?

(") Choose from a list of Internet service providers [15Ps]

Eor = disloeconnection, you will need pour account name, pazsword, and a

il TR T s r for your [5P. For a broadband account, you won't need a phone
Internet Connechion | got from an ISP
How do you want to connect ta the Intemet?

Thiz twpe of connection uses a modem and a regular or ISON phone line.

(") Connect using a broadband connection that requires a user name and
password
Thiz iz a high-speed connection uging either a DSL or cable maodern. ¥our ISP may
refer to thiz bype of connection as PPPaE. < Back “ ewt > ] [ Cancel

() Connect using a broadband connection that is always on

Thig iz a high-speed connection uging either a cable modem, DSL or LAM
connection. |t is always active, and doesn't require you to sign in.

< Back ” Mext > l[ Cancel

Select the modem that you want to use for the dial-up network connection. Click Next to con-
tinue. Type an appropriate Connection name and click Next.

NMew Connection Wizard

Select a Device
This iz the device that will be used to make the connection,

one dial-up device on your computer.

News Connection Wizard
o wse in this connection:

Connection Name ; :

‘What is the name of the service that provides your Intemet connection? andard 19200 bps Modem H2 [COM7]
andard 19200 bps Modem #3 [COME)
andard 13200 bps Modem #4 [COM3) |
Type the name af your ISP in the fallowing box. andard 19200 bps Modem [COM32) o |

ISP Mame
|EGPRS_HSDP&

The name you type here will be the name of the connection you are creating,

< Back H Mext » ][ Cancel

< Back ” Mewt » l[ Cancel
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In the Phone number box, put the
dial string *99***1# commonly
used to access the GPRS network.
Note: The number "1" added
before the hash determines that
the first PDP context shall be used.
The number must be identical to
the <cid> value set with AT+CGD-
CONT (see Section 3.7).

Depending on the network, you
may be required to put a User
name and a Password for the dial-
up network connection. If not
required, you may leave all boxes
empty. Click Next.

In the resulting dialog, click Finish.
This will cause the Connect... dia-
log to appear (screen is shown in
Section 4.1.2). Yet, at this
moment, it is recommended that
you press Cancel in order to
check, and if necessary, to config-
ure the dial-up network connection
as described in Section 4.1.2.

HC25_startup_v03
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New Connection Wizard

Phone Mumber to Dial
What i your I5P's phone number?

Type the phone number below,

Phone number:
B

Y'ou might need to include a "1" or the area code, or both. If pou are not sure
wou heed the extra numbers, dial the phone number on wour telephone. I you
hear a modem gound, the number dialed is comect.

[ < Back ”

New Connection Wizard

Type an ISP account name and password, then write down this information and stare it in a
zafe place. [If you have forgotten an existing account name or password, contact your [SP.)

Mest = ][ Cancel ]

Internet Account Information
“r'ou will need an account name and pazzword ko zign in to pour Intemet account,

User name: |

Password:

Confirm pagzword:

Uge thiz account name and password when anpone connects to the Intermet from
this computer

Make this the default Internet connection

< Back ” Meut » J[ Cancel

New Connection Wizard

Completing the New Connection
Wizard

You have successfully completed the steps heeded to
create the following connection:

EGPRS_HSDPA

* Make thiz the default connection

* Share with all uzers of thiz computer

* Usge the zame user name % password for evemone

The connection will be saved in the Netwark,
Connections folder.

[Cliadd a shortcut ba bhis cornection b my deskbope

To create the connection and close thiz wizard, click Finish.

< Back " Finizh ][ Cancel
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4.1.2 Configuring a Dial-up Network Connection

Every newly created dial-up network connection should be configured before using it to estab-
lish a PPP connection.

Open the Control Panel, double-click Network Connections, select the dial-up network connec-
tion you want to configure. In the resulting Connect... dialog, press the Properties button.

"= Network Connections

Fil= Edit Vew Favarites Tools  Advanced  Help
QBack ~ O 1-'" ,':'Search [y Folders | [ 3 > ) | [~

Address |ﬂ___ Metwork Connections

Marne Type Status Device Mame
Dial-up

t. EGPRS_HSDRA Dial-up Disconnected

L GFRS over Siemens Mobile . Dial-up Disconnected

L IP connection For remate d... Dial-up Disconnected Stand

LM com g Dial-up Disconnected Stand

Be M_Com_9_5_inf Dial-up Disconnected MC39)

LAN or High-Speed Internet

<L Local Area Connection LAN ar High-Speed Internet  Connected Inkel]
5 wireless Netwark Connecti,.,  LAN or High-Speed Internet Mot connected Siemes

Wizard

|5l Mew Connection wizard ‘Wizard
Uszer name: | |

I~

Pazzword: | |

[] Save this user name and pazaword for the follawing users:
ke only

Arwone who uges thiz computer

Dial “gge] g v |

Dial ][ Cancel ][ Froperties ][ Help ]

On the General tab, select the modem you want to configure. The correct dial string *99***1#
should already be given, if entered before in the Phone number box when the dial-up network
connection was created (see Section 4.1.1).
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Select the Security tab to verify or edit authentication options for PPP connections.

By qlefault', Windows XP enables the option - EGPRS_HSDP4 Prapertics 7
Typical with unsecured passwords for the

commonly used but unsafe PAP authentica- Gereral | Options| Seeurity | Networking || Advanced

tion method. As this is the minimum level of Secuity options

security supported in all networks the setting ©Typical Ireeemmended seftings)

usually enables the subscriber to make a con- daldate my idently as folows:
nection, though at the expense of security. |Allow unsecured password | b

() Advanced [custom settings]

Interactive logon and scripting
[] Shaw terminal window

[]Bun script:

I Ok l[ Cancel ]

Many network operators apply more secure authentication methods for PPP connections, such
as CHAP. For access to these networks, activate the Advanced (custom setting) option and
press the Settings button. On the resulting Advanced Security Settings property page, enable
or disable the authentication protocols according to the information provisioned by your service
provider.

I EGPRS_HSDP# Properties 33 #dvanced Security Settings 33

General | Options | Security | Networking | Advanced Diata encrptio

Securty optionz
() Typical [recommended settings]

Logaon security
(O Usze Extensible Authentication Protocal [EAP)

(%) &llow these protocals
Unencrypted password (PAF)
) Advanced [custom settings] Shiva Pagzword Authentication Protocol [SPAP)
Uszing these settings requires a knowledge o
of security protacols. i Chall=nge Handzhake Authentication Protocol [CHAP)
Microsoft CHAP [MS-CHAR]

Interactive logon and scripting [ Allow alder MS-CHAP version for Windaws 95 servers
(L] Shew terminl window Microsoft CHAP Version 2 [MS-CHAP +2)
[]Bun seript:

[] Eor MS-CHAP based pratocols, autamatically wse my
Windows logon name and passward [and domain if any)

[ 0k H Cancel l I OF. ][ Cancel ]

Note: If an attempt to connect to a HSDPA or GPRS network fails, check that the authentication
protocols are properly set.
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On the Networking tab, the default settings are acceptable in most cases: The drop-down menu
shows PPP: Windows 95/98/NT/2000, Internet for the type of dialup server as default.

f= EGPRS_HSDPA Properties

General | Options | Security | Metworking | Advanced

Type of dial-up zemer | am calling:
FPP: Windows 95/98/MT4/2000, Internet A"

| Seftings |

Thiz connection uses the follawing items:

— et Protocol [TCR/IF)
EIE| i Printer Sharing for Microsaoft Networks

b for Microzoft Metworks

PPP Settings

Enable zoftware compression

[[] Megatiate multi-ink far single link connections -
o

I ak l[ Cancel ]

Tranzmiggion Control Protocol/nternet Protocol. The default

In the PPP Settings bOX, verify that Enable wide area network pratocol that provides communication
LCP extensions and Enable software com- across diverse interconnected networks.
pression are selected and click OK.

[ Ok ][ Cancel ]

Select the Internet Protocol (TCP/IP) on the Networking tab and press the Properties button to
go to the General page. In most cases, it is sufficient to accept the default settings: Obtain an
IP address automatically and Obtain DNS server address automatically.

Otherwise, you have to select the options Use the following IP address / Use the following DNS
addresses and specify the IP addresses provisioned by your network operator.

The Advanced button opens a further property page where you can set your preferences when
working in a local network and a dial-up network at the same time.

Internet Protocol (TCP/IP) Properties @E| fAdvanced TCP/IP Settings EJE]

General General | DNS || WINS

Thiz checkbox only applies when you are connected to a local
netwark and a dial-up network. simultaneously. When checked, data
that cannot be zent on the local nebwork iz fonwarded to the dial-up
retwork.

You cat get IP settings assigned autoratically i yaur nebwork
supports thiz capability. Otherwizse, you need ta ask pour netwark,
administrator for the appropriate [P settings.

[lidze detault gateway on remate nebwark!

& ibtan an [P address automaticall
() Use the following [P address: PRE fink

Uze IP header compression

(® Obtain NS zerver address automatically
() Use the following DMS server addresses:

k. l [ Cancel [ 0K, ] [ Cancel
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5 Appendix Il
5.1 Interface Description of DSB75 Support Board and HCxx-

DSB75 Adapter

This section refers to the DSB75 Support Board and the adapter board needed to mount a
HC25 module onto the DSB75 Support Board. An overview of how to install the module and
connect all accessories is provided in Section 2.4.

Please note that the DSB75 Support Board is designed for a wide range of Siemens wireless
modules. A detailed interface description can be found in [16]. The focus of this section is only
on the adapter board and HCxx specific information for the DSB75 Support Board.

The names of all connectors, interfaces, switches and LEDs used in [16] are also used through-
out this manual, however some DSB75 pins may have different names or are not relevant for
HC25.

51.1 Configuring the HCxx-DSB75 Adapter

Before you start installing all components check that the slide switches on your adapter board
are set as shown in Figure 7. See also Section 5.1.12 for details on MIC1 and MIC2.

Please note that there are several generations of the adapter board on the market. All informa-
tion provided in this manual refers to the two adapter board types "HC25/HC28-DSB75
Adapter" and "HC15/HC25-DSB75 Adapter prepared for HC28". The major difference over ear-
lier revisions is that both types support the asynchronous serial interface ASCO. Furthermore,
the slide switches S100 and S101 are no longer mounted on the "HC25/HC28-DSB75
Adapter”. Throughout this manual the adapter board is named HCxx-DSB75 Adapter.

X101 2 S101 31) X100
40 40 2
OCO0O0O0OO0OOOOOOOOOOOOOOOIOOOOOOOOOO OO0OO0OO0OO0O0O0O
OCOOO0OOO0OOOO0OOOOOOOOOOOIOOOOOOOOOOOOOODOOOOO
39 2x40pin header 139 1
« 3| S103 2N
Q 9)
= =
3| 5102 2
Area for the
module
50 X104 26 s
b2b50pin O S
1 25 al v
HCxx-DSB75 Adapter Q
2

Figure 7: HCxx-DSB75 Adapter - connector pinning and slide switch settings
D 5100 and S101 not mounted on adapter named HC25/HC28-DSB75 Adapter
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5.1.2 Configuring the DSB75 Support Board
Check that all slide switches and jumpers on the DSB75 Support Board are set as shown in
Figure 8.
X202 X201 X205
X110
L J L 2
e ‘ol ‘o @ ° @
Lana x40t||  x400
X203
1
X120 L L
@ S“i:] x121 @
DSB75 e o
Sésfsz S457 @ S110 2
0 S ey
5459 2 E $4%6
2 E 54545
X51p
1 9 10
g X206 2
1 xzos S500 s501
X51}
4 10 @ZTPSOZEZSSO“
2 2 X554 9 TPS@@E::O?O ﬁgaﬁgo f}jf};l X410 szsos
5201@ szo@ @ X703 2] 2] 2] 12 12 L]
173 13 17 o oot l%jﬁ
><5 X560
b X101 # b X102 4
SH@@ 71, S300 S302 S304 5306 X122 :
3 13 13 13 1 X600
snﬁﬁ s71 D
o1 31 3, ﬂm@ $307 [ [ ] 1 2 3 602
{ fn $301 S303 $305 s601
> 173 ° 173 xs@l 4 5 6
TP@ 1 X501 b )
@xj‘zm xez ° tzs Sl E 3 :i: X710 1TP105
£ : J 3
s710
123 X505 % 35711
3
X502 X503 X506 V431 v430) X700
U s . , (X701 bottom side)

Figure 8: DSB75 - connectors, switches, slide switch settings

X505 = RF cable connector Hirose U.FL
X506 = SMA antenna connector

X100 = Do not use

X503 = SIM card holder

X502 = Audio interface 1 (western jack)
X420, S420 = EMERG_OFF

X421, S421 = IGT

X400 = Power supply connector (red) for 9V - 15V
X401 = GND (black)

X700, X701 = Audio interface 2

X110 = USB connector

X201 = COM1 for asynchronous serial interface ASCO
X202, X205 = Do not use

X101, X102 = 2x40-pin header for adapter board
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5.1.3 Connection Diagram for HC25 Evaluation Kit

Figure 9 illustrates the setup of an evalution kit for HCxx modules. The test equipment has to
be connected as shown in the figure.

X503 Handset
HCxx-DSB75 SIM
Adapter
— (-
b2b X502
e X104 X101, X101, PC
XX —— —( -

X100 X102 USB -

module cable
.\

x/ X505 x110 | O
RF cable +9.+15V
N PSU

X506 — oV
X400 {
DSB75 401 — T~ '
Board Cords with banana
HCxx Evaluation Kit plugs (4 mm)

Antenna/r

Figure 9: Connection diagram for HC25 evaluation kit

5.1.4 Mounting HC25 onto DSB75

Figure 10 shows an exploded view of the DSB75 Support Board, the HCxx-DSB75 Adapter and
the connected HC25 module.
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Nut M2

Module ""/\qn
Distance sleeve _ !

Adaopter board

Screw M3X6
{ from DSB75)

S e
—

R

|

Screw MZ2x8 lj?ﬂm‘Threuded bolt M3 - Bmm

| from DSB75)

Figure 10: Mounting HC25 to DSB75 (exploded view )
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515 Board-to-Board Connector

This section shows the pin assignment of the 50-pin board-to-board connector (B2B) on the
HC25 module and the mating 50-pin connector X104 on the HCxx-DSB75 Adapter. The board-
to-board connector on the DSB75 Support Board is not applicable.

O X104 on DSB75 Support Board
Module

26 GND 25 |26 |BATT+ 25

1) / 27 GND 24 |27 |BATT+ 24

28 GND 23 |28 |BATT+ 23

§ s100 )1 29 GND 22 |29 |BATT+ 22

9/ 30 GND 21 |30 |BATT+ 21

9 4 20 |31 |VEXT 20

19 [32 |RINGO 19

25 18 |33 |DSRO 18

o8 17 |34 |RTSO 17

S8 USB_DN 16 |35 |DTRO 16

i 36 USB_DP 15 |36 |RXDO 15

37 VUSB 14 |37 |CTSO 14

38 STATUS1 13 |38 |TXDO 13

39 STATUSO 12 |39 |DCDO 12

40 PWR_IND 11 |40 |EMERG_OFF 11

_ 41 GND 10 |41 [IGT 10
g 42 9 |42 9
g 43 8 |43 8
i 44 Do not use 7 44 7
0 45 CCGND 6 |45 6
8 46 CCIN 5 |46 |EPN 5
X 47 CCRST 4 |47 |EPP 4
L 48 CCIO 3 [48 |MICN 3
49 CCVCC 2 |49 [MICP 2
50 CCCLK 1 |50 |VMIC 1

D 5101 not mounted on
HC25/HC28-DSB75
Adapter

Figure 11: B2B connector on HCxx-DSB75 Adapter (X104) and HC25 module

5.1.6 2x40 Pin Header on DSB75 Support Board and HCxx-DSB75
Adapter

Figure 12 shows the pin assignment of the 2x40 pin header on the DSB75 Support Board and
the mating connector on the HCxx-DSB75 Adapter.

Each 2x40 pin header consists of two sections, referred to as X100/X101 on the HCxx-DSB75
Adapter, and X101/X102 on the DSB75 Support Board.

All used HC25 pins at the 50-pin board-to-board connector X104 are connected to the pin
header sections X100 and X101 on the HCxx-DSB75 Adapter. Some signal lines are con-
nected to slide switches or OR jumpers or capacitors. As the DSB75 applies also to other Sie-
mens wireless products the pin names are not always the same on both sides.

Test points on the HCxx-DSB75 Adapter are available only at soldering pads of the 2x40 pin
header. See also Section "Test Points" in [16].
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HCxx-DSB75 Adapter DSB75 Support Board Green: used signals

Red: unused signals

39

HCxx-DSB75 Adapter

X101

2x40 pin header

X100

1
0000000000000 OOOOOOOLOOOOOOOOOOOOOOOOOOO
0000000000 OOOOOOOOOOOOOOOOOOOOOOOOOOOOOO0
2

;

Y 5101 not mounted 0
HC25/HC28-DSB75
Adapter

Figure 12: 2x40 pin headers on HCxx-
DSB75 Adapter and DSB75
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51.7 Turn on/off a HC25 Module Connected to the DSB75

Turn on/off procedures for HC25 are described in [1]. When turning on/off the module make
sure to meet the timing requirements specified in [1].

There are several ways to switch on the module:

» Pressing the non-locking ignition key S421 (IGT) of the DSB75

* Plugging in the USB cable to the X110 connector

» Toggling the high-low state of the DTR line at the COML1 interface X201

Please note that the S420 switch is intended for emergency shutdown, not for emergency reset
as described in [16] for other Siemens wireless modules.

X101 X101
40 35 PWR_IND enables the LED-drivers,
PWR_IND PWR_IND PWR_IND w RS232 drivers, pull-up resistors
X100 X102
“
10 31 32 5
IGT IGT IGT | VBUS_AB | 9 5
‘ . g0 B e |x110
220K Jumper §
o 202 X120
3 q ™
o L 100
= Jumper laniti d/dt
gnition —
X420 switch 3
sa21 DTR | B2
00— | X201
11 29 30 220K Jumper o
EMERG_OFF EMERG_OFF | EMERG_RST 2u2 X203 2
100K
> didt
EMERGRE_OFF
xa21 switch B
Jumpe; S420
HCxx-DSB75 Adapter DSB75
Figure 13: On/off circuit on HCxx-DSB75 Adapter and DSB75
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5.1.8 SIM Interface
SIM test pins
B2B X501
X104 X100 X102
Q E x
5sQogz Card hold
ccenp-22 40 ccenp ccoNp-22 3823888 Xa5ro3 e
OR ]
e X101 X101 3"‘“‘5‘"‘”
‘lé 4
CCVCQ 49 1
CCRsT 24 8| ccvee VSIM-Z 5 I g B
e 8 & oGl 2 g SN
B 0EG | of i == <
X500 % SIM
£ 8 card
HCxx-DSB75 Adapter DSB75
Figure 14: SIM interface on HCxx-DSB75 Adapter and DSB75
5.1.9 USB Device Interface
b2b
X104
X100 X102
|
10 31 32
IGT IGT IGT| +
d/dt
USB-B
X101 X101 Jumper X110
37 18 17 S11055¢ 1 veus
VUSB>—""1 VUSB VUSB_IN |1 X120
@ EMC 2
TE 35 15 16 siilrg .
= USB_DN USB_DN | USB_DN |1
3
S112 D+
36 17 | 13 >ll2k3
USB DP usB DpP | USB_DP 18 11
4 GND
HCxx-DSB75 Adapter DSB75
Figure 15: USB interface on HCxx-DSB75 Adapter and DSB75
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5.1.10 Asynchronous Serial Interface ASCO

SIEMENS

See Section 2.11 for details on how to configure the HC25 module for ASCO or USB usage.

X104 3v0
RS232 9 pole D-sub
14 , 12 X100 X102 level converter X201
CTSO $100 1) D200
DSRO,DCDO, | 18,12, , 3—__ 23,15/ CTS0,DSR0,| CTS0,DSRO, | 24,16, [N 8619 CTSDSR,DCD,
RINGO | 19 3 2 27,13 DCDO,RINGG DCDO, RINGO | 28,14 4 \/'I”’ 4 W RING
Rxpo 15 22 rxpo RXDO |2
i S200 ~ ) s
77 st 1 L& RXD g
usex |3 3 : 200 <
13 14 17 ASC_SD |isDp =
TXDO TXDO TXDO —fKSZOI 3
L £ I ] L1 S 1xo ©
° RTSO s101 9 Usca | 33 3 ‘ , 200
= 3
3 16 17,19 18,20 _ 74
g DTRO > RTS0, DTRO RTS0, DTRO T TN %203 300 RTS,DTR
P e 5 GND
X204 o
| 5
32
6T 2 A er 16T @_®
V420 |
X101 X101
ASC_SD
PWR_IND |40 35 PWR_IND| PWR_IND 36 W
HCxx-DSB75 Adapter DSB75
1) 5100, $101 not mounted at HC25/HC28-DSB75 Adapter
(fixed wired 1 to 3 instead)
Figure 16: Asynchronous serial interface ASCO on HCxx-DSB75 Adapter and DSB75
HCxx-DSB75 Adapter DSB75 e
30 2X
STATUSO, STATUS1 = QEE‘;"%)LLE;DOS" .
Buffer V454,
V 455
2
VDD
—C Enable
X104 X101 X101
S454, 1 S464, 1 10K D450
STATUSO, |39, 22, | STATUSO,  |SD_CLK(GPIOS) | 21, sas5 S465
STATUSL [38 72 24 | STATUS1 SD_CMD(GPI06)| 23 10K
e
3 3
2
E
(=}
S I
PWR_IND |22 B pwrmp| PWRND 36
Figure 17: Status LEDs on HCxx-DSB75 Adapter and DSB75
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5.1.12 Analog Audio Interface

The DSB75 Support Board and the HCxx-DSB75 Adapter have two analog audio interfaces,
but the HC25 module has only one. Nevertheless you can connect audio devices to both audio
interfaces on the DSB75. To switch back and forth between both interfaces set the slide
switches S102 and S103 on the HCxx-DSB75 Adapter and select an appropriate audio mode
using the ATASNFS command.

Audio interface 1

» Unbalanced audio interface optimized for the reference handset as part of the Siemens ref-
erence HC25 reference setup. Use the western jack X502 and set both slide switches S102
and S103 to position 3 (marked MIC1 on the HCxx-DSB75 Adapter).

» Compatible audio equipment delivered with the DSB75 Support Board: "Votronic Handset
HH-SI-30"

Audio interface 2

» Balanced audio interface designed for use with headsets or speakerphones. For this inter-
face the DSB75 Support Board provides the two 12-pin connectors named X700 or X701,
each for a different connector size. For audio interface 2, set both slide switches S102 and
S103 to position 2 (marked MIC2 on the HCxx-DSB75 Adapter).

» Compatible audio equipment that can be purchased for use with audio interface 2:
- "Headset PTT HHS-510"
- "Siemens Car Kit Portable HKP-500" compatible with Lumberg connector X701
- "Siemens Car Kit Portable" compatible with Lumberg connector X700

Further details and a specification of both audio interfaces located on the DSB75 can be found
in [16].
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6 33 34 ‘ 3
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Il MICNL MICNL
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MICR 23 1 3 ) |
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2 — EPP
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Figure 18: Audio interfaces on HCxx-DSB75 Adapter and DSB75
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5.1.13 Power Supply Interface

SIEMENS
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Figure 19: Power supply interface on HCxx-DSB75 Adapter and DSB75
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